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New Products

The new Portascanner AIRTIGHT 520 enables 
regular, non-disruptive testing of room 
integrity for gaseous extinguishing systems 
in a way that door fan testing can only 
achieve when the room spaces are vacant. 
With minimal training, in-house maintenance 
personnel can scan for leaks, mark their loca-
tion on an image taken by the 8-megapixel 
camera, measure their cross-sectional area, 
calculate leakage rates, and then record all of 
this information for future reference, all with 
the tap of a finger. With advanced algorithms, 
developed and independently verified with 
the help of the National Physical Laboratory, 
users can quantify individual leaks and asses 
their impact on the airtight integrity of the 
room or compartment. 
 Portascanner AIRTIGHT 520 is the perfect 
tool to monitor airtightness at every stage 
of a fire system’s installation, assisting and 
accompanying your mandated door fan tests, 
and providing unparalleled monitoring and 
recording capabilities for all future mainte-
nance work. Portascanner AIRTIGHT 520 can 
provide information about the air perme-
ability value for the room, air changes per 
hour, or even an estimate of the hold time for 
your agent. Combined with the 8-megapixel 
camera, users can mark the exact locations 
of these leaks on an image of the structure 
and save this alongside all of the leak data for 
future reference.

Prepare for door fan tests
 • As the Portascanner AIRTIGHT 520 does  
  not rely on pressurizing the room or  
  compartment in order to test for leaks,  
  users can perform tests throughout  
  construction or installation, identifying  
  issues early and taking remedial action  
  before the door fan test, to maximize the  
  “PASS” rate for the test.

Accompany the door fan test
 • Using Portascanner AIRTIGHT 520 along- 
  side any door fan test conducted allows  
  you to quickly locate and quantify leak 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  sites, allowing you to carry out remedial  
  work on the fly and concentrate on the  
  most significant leaks. 

Go above and beyond compliance
 • Following a successful door fan test and  
  installation of a fire system, maintenance  
  must be carried out at least annually.  
  Given the disruptive and costly nature of  
  door fan tests, they are rarely conducted  
  for follow-up maintenance and often  
  substituted by visual checks.
 • Portascanner AIRTIGHT 520 allows users  
  to conduct maintenance checks with the  
  precise knowledge and confidence that  
  they will locate leak sites and identify the  
  most significant issues.
 • They can also save their records for 
  future reference and remedial work, 
  so any potential issues can be closely 
  monitored.

Portascanner AIRTIGHT 520 accurately locates 
leak sites and ensures air tightness at every 
stage of the building process and for regular 
maintenance thereafter. This is a handheld, 
ultrasonic, non-disruptive room integrity 
technology that goes above and beyond 

simple leak detection, providing a quick and 
easy way to monitor the airtight integrity of 
any room or compartment and ensure that, in 
the event of a fire, the room will not fail and 
the fire will be extinguished.
 After eight months of Research & Develop-
ment, Coltraco Ultrasonics is proud to provide 
this new, time-efficient solution, intrinsically 
rooted in science. Discover more about the 
R&D here: coltraco.com. 
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